
Architectural Controls and Procedures for Constructing     
Homes in Unit IV of the Bloomfield Club 
Summary  
 
The following pages of this document contain the specifications used by builders for the construction 
of homes in Unit IV (Luxury Homes) in Bloomfield Club. 
 
Page 1:   Summary of Document generated on 20 August 2010 by Mary Bahr (BCRA Board Vice 
 President & Representative for Luxury Homes to the BCRA Board) 
 
Page 2 – 7:  Document P8506-237 dated 11/30/1990 issued by the Village of Bloomingdale, outlining 
 construction requirements for Unit IV as agreed to by the original developer, Hoffman Homes. 
 
Pages 8 – 14:  Checklist used by the Architectural Review Committee.  
 
Pages  15-17:  Letter from Hoffman Homes further restating building requirements for  Custom 
 Builders.  These pages clarified requirements for roof lines and exterior finishes for custom 
 builders who completed Unit IV after Hoffman Homes so that the custom homes built after 
 1991 would be architecturally consistent with the “Luxury Single-Family Elevations” which 
 were the semi-custom houses that were initially built by Hoffman Homes.  The “original 
 Hoffman Homes” are those similar to the models built on the Bloomfield Parkway just east of 
 the clubhouse.  These homes were all built before 1990.  Empty lots in Unit IV were sold to 
 custom builders in 1991 and the next group of houses were built.  Most of these “newer” homes 
 are larger than the original models and are primarily brick  exteriors.  These homes had to 
 comply with Doc. P8506-237 from the Village and  the clarification outlines the commonalities 
 of the original elevations which were intended to make the custom homes consistent with the 
 existing Hoffman models. 
 
 
Summary Architectural Requirements (minimum list not intended to be exhaustive): 
 
Minimum Square Footage:  2,700  (excluding garage, basement, porch, deck, patio) 
Minimum Inclusions:   Fireplace, Basement, Central Air Conditioning, Two-Car attached Garage 
Complement & Blend with architectural styles. 
 Exterior Materials:  Brick & cedar (no aluminum or  vinyl siding)  
 All Fascia boards 2x10 cedar 
 All Frieze boards 1x6 above brick or 2 x 6 above cedar 
Maximum 35% lot coverage. 
 
Three story or 40 ft height limitation. 
 
Roof:  10:12 minimum pitch for side wall and front elevations.  10:12 pitch (40 degree slope) 
 
Landscaping and Fencing Requirements (see documents) 
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